ACCUSTAT P1 & BMS

Features

* Mopiters negative oc posifive pressure
* Meets CDC guidelines

* hecurnte fo 001" W6

* User alnm sefting

* One minute delay

= Jversion:

« Status LED's

Stationary Model

The ACCUOSTAT room pressure monitor is designed
specifically for monitaring low, negative or positive
pressuve differentials. Accurate pressurization is oovital
slepin creating a comphant, controlled and safe
envivanment. Ideally suited for monitnring negative
pressure in hospial isolation moams, or prégitire
differentials m other critical applications and
envirenments where pressure monitoring I critical,

State-of-the-art microprocessar design operates from a
simgle positive supply power source. Temperalure
compensation pravides for consistent predictable
perdormance within specified temperature ranges,
Pressure readings are {nstantaneéous and accurate with
miany optional features tn allow fir custom-designed
installations.

State-of-the-fist
Solid-State Circuitry
A lurde, lighted
digital clisplay
preadniil identifies
Instantanecus
subfractional pressure changes when compared to the
adjvining areas. Prassuve reatings ire aceurate ta
within 001" WG with audio and visual slirms
identifying unsatisfactory conditions, The ACCUSTAT
ufilizes a highly wensitive pressure transducer
eliminating the varying inconsistencies of “sitflow”

maonitors. Air pressure Lends to he
mare eonsistent and less conupted by
airfow direction diszuptiog, theraby
recucing the frequency of false alarms
and [ngonsisléney,

ACCLISTAT Wallplate Stalnless stiel
witl l-mmi e probe plate securey probe
tube fir thri-wall momitaring.

ACCUSTAT P-1 (Portablz)

When monitoring individual reoms in multiple
locations, the ACCUSTAT P-1 offers user flexibility,

The circuitry is identical to the stationary ACCUSTAT
excent fur the addition of built-in rechargeable battery
companent. The unit can be powered from a standard
LISV electrical autlel or by the 8:-10 hour nicad battery,
The case i5 durnhle stainless steel with a winvl coated
fald=down handle, (|
weighs less Lhan fioe
pounds and inclades
an eatended flesible
probe tube, The P-1 s
a Vel come resource fo
eanfirm pressurigation
amnwhiete when
partahility & the fasue.

The ACCUSTAT P9 i Bariablc},




