Wall Mounted & Portable

MICROCON" WallIMAP & \WalIMAP PC

Features

» High cir thaige apedy
« Woll or colling mounted
+ Coriified HEP filirafion

« Modular dasign
+ Compar design

The MICROCON® WallMAP is o HEFA filtered air purifier that
cain be mounted to a wall or ceffing. It is specifically designed 1o
remove hagardoys microbial alvborne particulate. When floor
spaice B b & premugm or whin smallér sige exam offices or
coneuliztion rooms regquire high volumes of air changes, the
WallMAP can be strategically placed. Based upon your Air
Charges pier Hotr
CACH) requiremient
il Lhe speed
setting, we can
provide the
filtration,
denbilation and
dilution veguired b
remove hatardous
airhiirne particulate
fram your
breathing zone,

AIR CHANGES

The key bo successfully
creating o healthy
enwironment is by providing
numerous air changes. The
Center For Disease Control
(CDE) recommends 12 ACH.

Adr changes provide the
diluticn, vertilation and
fillyation. With o variable
rolume speed control amd
clim capacities ranging
nbween 100 and 300 CFM,
we can provide o significant
number af ACH.

Applications

+ By Coughvinéucing Procedures

« Endutrocheal Infubaiion ond Sictioning
+ Dignostic Spaiem nduction

« herosol Treaiments

+ Pepramidine Thesapy

+ Brochastopy/Pulmonary Funclion

The MICROCON WallMAP PC is.a HEPA
filtered aiy purifier that is mounted to a
tubular frame Lo provide a portable means to
eliminate infectious aithorne hacteria during
cough-indueing procedures, Draplet nucle
can be intraduced to the air when eough-
inducing procedures are administerad,
especially when 1t mvolves instromentation
of the lower respiratory bract, These cough-
inthicing procedures inclide endotracheal
intubation and suchoning, diagnostic
sputomy inductiom, branchoseopy, and serosol
treatments which would fnclude pentamidine
therany
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