Mobile Air Purification

MICROCON® 800 & 400 with Germicidal UV

Features

» 360° oir intoke ond exhomt - Certifiod HEPA Hiltration
« High alt chonge copacity + Partahility

 Breathing zone filtrotion = Modular dosign

The MICROCON® is a high capacity mobile air purifier
specifically designed to remove hazardous microbial
aitborne particulate. It 15 the only system avalable that
offers our vmique CIRCUMFPLOW?® air distribution
pattern. This s created by the 360-degree air intake
s exhiaust, which are urique pnly (o the MICROCON
series. Nooother compelitive units replicate this
feature, which has been documented, o greatly
Improve “Breathing Zone Filtration” within a voom.

It 15 wenllable in two models; the MICROCON MAP-800)
and 414, Either meets the CDC requivements foy
HEPA Altration and exceeds their recommendabions for
roam air chimges per houe Each umit is portable and
citn he positioned for spol o more permanent
applications, It does nat restrict rogm use since (U8
nob o permanent installation, allowing vou Mexibility
on planning paticnt load.

Four-254 nm Cermicidal
Ultes Vinlet (LV) Lamps
are available on vither
model, Lamp life
Expectancy is ratedat
AU howrs, Positioned
downstream of the
HEPA, they wre fully
shielded and elimanale
the mamtenance
requirements of
competitive units when
UV bulbs ure directly in the ajr stream attracting dist
particutate to bulb surface and diminishing
irradiation, An electronic sensor bar, W contimually
monitor bulb malfunction, and hour meter, to register
systermn operation tinme, are available,

MICROCON U5 Paton 5240478

BREATHING ZONE FILTRATION

The MICROCON Intakes air
fromm the top of the unit in'a
J60:degres divection from
within the "breathing zong’,
This zone measures anywhere
from 3 16 to 7 it from the
floor level, Ehminating sub
micron-size infectious
alrborne particles from this
zone reduces airborne
microbial migration and Hhe
risl of imhadation,

CIRCLIMFLOW:
creating consistent
airflow palterns.,

Priviect specificalions on hack cover,




